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1

NOVO 1000TVL

LIA40ESFP

Kamera LIA40ESFP  1/3" SONY 1.3 Megapixel Sensor 1/3” SONY CMOS 
(IMX138LQJ-C)+FH8520, 720P, 1000TVL, Low Illumination, ugra�en OSD meni, IR-
CUT, 3D NR, Digitalni zum, UTC Infracrvene diode: 

�
5X42komada domet IC dioda: 

40M 2.8-12mm ru�no podesiva optika (2M Pixels) Vodootporna: IP66 dimenzije: 
200(W) x 171(H) x 83(D)mm Težina: 1.4Kg 

67,50 �

2

NOVO 1000TVL

LIRDCSFP

LIRDCSFP 1/3" SONY 1.3 Megapixel Sensor 1/3” SONY CMOS (IMX138LQJ-
C)+FH8520, 720P, 1000TVL, Low Illumination, ugra�en OSD meni, IR-CUT, 3D NR, 
Digitalni zum, UTC ANTIVANDAL IR Dome Camera Infracrvene diode: 

�
5X36komada domet IC dioda: 30M 2.8-12mm ru�no podesiva optika (2M Pixels) 

dimenzije: 
�

131 x 93(H) mm Težina: 800g

64,50 �

3

NOVO 800TVL

LIRDNSM
LIRDNSM  1/3" HDIS 960H, 800TVL, With IR-CUT, UTC ANTIVANDAL IR Dome 
Camera Infracrvene diode: 

�
5X24komada domet IC dioda: 20M Optika na plo�i 

3.6mm/F2.0 dimenzije: 
�

94 x 69(H) mm Težina: 450g
33,00 �

4

NOVO 800TVL

LICE24NSM

LICE24NSM  1/3" HDIS 960H, 800TVL, With IR-CUT, UTC  Infracrvene diode: 
�

5X24komada domet IC dioda: 20M Optika na plo�i 3.6mm/F2.0 Vodootporna: IP66 
3 ose prolaz kabla kroz nosa� dimenzije: 86(W) x 60(H) x 55(D)mm Težina: 400g 33,00 �

5 LIA40ESHE

LIA40ESHE (BELA BOJA) kolor 1/3“ SONY 700TVL, Low Illumination, ATR, ugra�en 
OSD meni, DNR Sony 672/673 + Sony Effio � e Infracrvene diode: 

�
5X42komada 

domet IC dioda: 40M 2.8 � 12mm ru�no podesiva optika
(2M Pixels) Vodootporna: IP66 DC12V  DIMENZIJE: 200(Š)x171(V)x83(D)mm 
TEŽINA: 1.4Kg

61,50 �

6 LIRDCSHE

LIRDCSHE (BELA BOJA)  kolor 1/3“ SONY 700TVL, Low Illumination, ATR, ugra�en 
OSD meni, DNR Sony 672/673 + Sony Effio � e  ANTIVANDAL IR Dome Camera 
Infracrvene diode: 

�
5X36komada domet IC dioda: 30M 2.8 � 12mm ru�no podesiva 

optika (2M Pixels) DIMENZIJE: 
�

131 x 93(V) mm TEŽINA: 800g

55,5 �

7 LIRDNHNB
Kamera LIRDNHNB  Color 1/3" SHARP, 960H, 700TVL, Low Illumination 
ANTIVANDAL IR Dome Camera Infracrvene diode: 

�
5X24komada domet IC dioda: 

20M Optika na plo�i 3.6mm/F2.0 dimenzije: 
�

94 x 69(H) mm Težina: 450g
39,8 �

8 LIP90SHE

LIP90SHE  Color 1/3" SONY, 960H, 700TVL, Low Illumination, DWDR, ugra�en OSD 
meni, DNR, UTC Effio-E Infracrvene diode: 

�
5X72komada domet IC dioda: 60M 2.8-

12mm ru�no podesiva optika (2M Pixels) Vodootporna: IP66 3 ose prolaz kabla kroz 
nosa� Dimenzije: 275(W) x 125(H) x 105(D)mm  Težina: 1.7Kg 

82,5 �

9 LICE24NSHE

LICE24NSHE  Color 1/3“ SONY 700TVL, Low Illumination, ATR, ugra�en OSD meni, 
DNRSony 672/673 + Sony Effio � e  Infracrvene diode: 

�
5X24komada domet IC 

dioda: 20M Optika na plo�i 3.6mm/F2.0Vodootporna: IP663 � ose kabl u nosa�u 
DIMENZIJE: 86(Š) x60(V) x55(D)mm TEŽINA: 400g

45,0 �
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10 LIRDPHNB

LIRDPHNB  Color 1/3" SHARP, 960H, 700TVL, Low Illumination Plastic IR Dome 
Camera Infracrvene diode: 

�
5X24komada domet IC dioda: 20M Optika na plo�i 

3.6mm/F2.0 Dimenzije: 
�

94 x 69(H) mm  Težina: 300g
39,0 �

11

LIRDBHHB Color 1/3“ SHARP 600TVL, Low Illumination Sharp RJ2355/RJ2365 + 
Sharp 36B15  ANTIVANDAL IR Dome Camera Infracrvene diode: 

�
5X24komada 

domet IC dioda: 20M Optika na plo�i 3.6mm/F2.0 DIMENZIJE: 
�

94 x 69(H) mm 
TEŽINA: 400g

37,5 �

12

LICE24NHHB  Color 1/3“ SHARP 600TVL, Low Illumination Sharp RJ2355/RJ2365 + 
Sharp 36B15  Infracrvene diode: 

�
5X24komada domet IC dioda: 20M Optika na plo�i 

3.6mm/F2.0
Vodootporna: IP66 3 � ose kabl u nosa�u DIMENZIJE: 86(Š) x60(V) x55(D)mm 
Težina: 400g

38,3 �

13
Color 1/3" SHARP 600TVL, Low Illumination Plastic IR Dome Camera Infracrvene 
diode: 

�
5X24komada domet IC dioda: 20M Optika na plo�i 3.6mm/F2.0 Dimenzije: 

�
94 x 69(H) mm Težina: 300g 

37,5 �

14

LIW90N200 1080P HD IP Camera H.264, dual streaming, AVI format  IR-CUT, motion 
detection  DDNS, UPNP remote control  Support Onvif 2.0 1080P HD IP Camera 
H.264, dual streaming, AVI format DDNS, UPNP remote control Support Onvif 2.0  
1/2.5" Aptina 5Megapixel High-resolution CMOS Sensor, TI DaVinci™  DSP DM368; 
Main Stream: 5MP@10fps, 3MP@15fps, 1080P@25fps;  3Megapixel HD Lens, IR-
CUT;  domet IC dioda: 60M    2.8-12mm ru�no podesiva optika                
Vodootporna: IP66       3 ose prolaz kabla kroz nosa�   dimenzije: 260W) x 98(H) x 
95(D)mm   Težina: 1.4KG 
On Line Demo: http://120.197.60.19:8130 http://120.197.60.19:8200 ID 1: longse       
Password: longse  ID 2: longse1     Password: longse1 

139,5 �

15

LVDC45N200 1080P HD IP Camera H.264, dual streaming, AVI format  IR-CUT, 
motion detection  DDNS, UPNP remote control  Support Onvif 2.0  1/2.5"Aptina 
5Megapixel High Resolution CMOS Sensor, TI DaVinci™ DSP DM368 ; Main Stream: 
5MP@10fps, 3MP@15fps, 1080P@25fps; 3Megapixel HD Lens, IR CUT;  3 ose 
ANTIVANDAL Dome Camera Infracrvene diode: ¢5X30komada domet IC dioda: 25M 
2.8~12mm ru�no podesiva optika dimenzije: ¢135 x 110(H) mm Težina: 2.0kg Bracket 
included   On Line Demo: http://120.197.60.19:8130 http://120.197.60.19:8200 ID 1: 
longse       Password: longse  ID 2: longse1     password: longse1

148,5 �

KAMERE 600TVL

IP KAMERE 5 MEGAPIKSELA
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16

LS-9304U DVR 4 KANALA SNIMANJE I PRIKAZ SVIH KANALA U D1 REZOLUCIJI 
D1*4CH, RS485, PTZ, Network VGA, USB Backup, USB Mouse Video Input/Output: 
BNC 4CH In/ 1CH Out/ VGA 1CH Out Audio Input/Output: RCA 1CH In/ 1CH Out 
Compression Method: H.264 Real time recording support: CIF:352×240 with120 Fps 
(NTSC); 352×288 with 100 Fps (PAL) D1:720×480 with 120 Fps (NTSC); 704×576 
with 100 Fps (PAL) Preview resolution: 720 x 480 ( NTSC ), 704 x 576 ( PAL ) ; 
Playback resolution: D1 x 4 Hexaplex operation simultaneously: Preview, recording, 
playback, and network live, backup, playback 1 RJ � 45 Ethernet connector, Static, 
Dynamic IP and DDNS , Support Internet Explorer and special client software
Remote Control, PTZ, RS485 x 1, 2 × USB, 1 × IR Controller 1 SATA Hard Disk 
interface Backup: USB2.0 and Network D1*4CH, RS485, PTZ, Network Support 
remote view by Mobilephone VGA, USB Backup, USB Mouse Dimensions (L×W×H): 
355×230mm×45mm, weight: 4.0kg

74,9 �

17

LS � 9308U  DVR 8 KANALA  *Video Input/Output: BNC 8CH In/ 1CH Out/ VGA 1CH 
Out *Audio Input/Output: RCA 1CH In/ 1CH Out *Compression Method: H.264  *Real 
time recording support:
*CIF:352×240 with240 Fps (NTSC); 352×288 with 200 Fps (PAL)  *D1:720×480 with 
60 Fps (NTSC); 704×576 with 50 Fps (PAL) *Preview resolution: 720 x 480 ( NTSC ), 
704 x 576 ( PAL ) ; Playback *resolution: CIF x 8 / D1 x 1  *Hexaplex operation 
simultaneously: Preview, recording, playback, and *network live, backup, playback  *1 
RJ-45 Ethernet connector, Static, Dynamic IP and DDNS , Support *Internet Explorer 
and special client software *Remote Control, PTZ, RS485 x 1, 2 × USB, 1 × IR 
Controller *1 SATA Hard Disk interface *Backup: USB2.0 and Network
*Support remote view by Mobilephone *Dimensions (L×W×H): 355×230mm×45mm, 
tezina: 4.0kg 

103,5 �

18

LS-9316U  DVR 16 KANALA CIF*16CH, RS485, PTZ, Network VGA, USB Backup, 
USB Mouse Video Input/Output: BNC 16CH In / 1CH Out, VGA 1CH Out, Audio 
Input/Output: RCA 2CH In/ 1CH Out Compression Method: H.264 Real time recording 
support: CIF:352×240 with 480 Fps (NTSC); 352×288 with 400 Fps (PAL) Preview 
resolution: 720 x 480 ( NTSC ), 704 x 576 ( PAL ); Playback resolution: CIF x 4 
Hexaplex operation simultaneously: Preview, recording, playback, and network live, 
backup, playback 1 RJ � 45 Ethernet connector, Static, Dynamic IP and DDNS, 
Support Internet Explorer and special client software Remote Control, PTZ, RS485x1, 
2×USB, 1×IR Controller 1 SATA Hard Disk interface Backup: USB2.0 and Network 
CIF*16CH, RS485, PTZ, Network Support remote view by Mobilephone VGA, USB 
Backup, USB Mouse Dimensions (L×W×H): 355×230mm×45mm, tezina: 4.0kg

142,5 �

19

LS-9616E  DVR 16 KANALA D1*16CH, RS485, PTZ, Alarm, Network 2 SATA 
HD,HDMI,VGA, USB Backup, USB Mouse Video Input/Output: BNC 16CH In / 2CH 
Out, VGA 1CH Out, HDMI 1CH Out, ESATA Out Audio Input/Output: RCA 8CH In/ 
1CH Out Alarm Input/Output: Alarm 16CH In/ 2CH Out Compression Method: H.264 
Real time recording support: CIF:352×240 with 480 Fps (NTSC); 352×288 with 400 
Fps (PAL) D1:720×480 with 480 Fps (NTSC); 704×576 with 400 Fps (PAL) Preview 
resolution: 720 x 480 ( NTSC ), 704 x 576 ( PAL ); Playback resolution: D1 x 8 
Hexaplex operation simultaneously: Preview, recording, playback, and network live, 
backup, playback 1 RJ � 45 Ethernet connector, Static, Dynamic IP and DDNS, 
Support Internet Explorer and special client software Remote Control, PTZ, RS485x2, 
2×USB, 1×IR Controller 2SATA Hard Disk interface Backup: USB2.0 and Network 
D1*16CH, RS485, PTZ, Alarm, Network Support remote view by Mobilephone 2 SATA 
HD,HDMI,VGA, USB Backup, USB Mouse

297,0 �

DIGITALNI VIDEO REKORDERI H.264
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20

960H*4CH, RS485, PTZ, 
Network
HDMI,VGA, USB 
Backup, USB Mouse

LS-9604H Video Input/Output: BNC 4CH In/ 1CH Out/ VGA 1CH Out, HDMI 1CH Out 
Audio Input/Output: RCA 4CH In/ 1CH Out Compression Method: H.264 Real time 
recording support:
CIF: 352×240 with 120 Fps (NTSC); 352×288 with 100 Fps (PAL) D1: 720×480 with 
120 Fps (NTSC); 704×576 with 100 Fps (PAL) 960H: 960×480 with 120 Fps (NTSC); 
960×576 with 100 Fps (PAL)
Preview resolution: 960 x 480 ( NTSC ), 960 x 576 ( PAL ); Playback resolution: 960H 
x 4 Hexaplex operation simultaneously: Preview, recording, playback, and network 
live, backup, playback
1 RJ-45 Ethernet connector, Static, Dynamic IP and DDNS , Support Internet Explorer 
and special client software PTZ, RS485 x 1, 2 × USB, 1 × IR Controller 1 SATA Hard 
Disk interface (Up to 4TB)
Backup: USB2.0 and Network Support remote view by Mobilephone  Dimensions 
(L×W×H): 280×240mm×43mm, tezina: 3.5kg

82,5 �

21

960H*8CH, RS485, PTZ, 
Network
HDMI,VGA, USB 
Backup, USB Mouse

LS-9608U Video Input/Output: BNC 8CH In/ 1CH Out, VGA 1CH Out, HDMI 1CH Out 
Audio Input/Output: RCA 4CH In/ 1CH Out Alarm Input/Output: Alarm 4CH In/ 1CH 
Out Compression Method: H.264 Real time recording support: CIF:352×240 with 240 
Fps (NTSC); 352×288 with 200 Fps (PAL) D1:720×480 with 240 Fps (NTSC); 
704×576 with 200 Fps (PAL) 960H:960×480 with 240 Fps (NTSC); 960×576 with 200 
Fps (PAL) Preview resolution: 720 x 480 ( NTSC ), 704 x 576 ( PAL ) ; Playback 
resolution: 960H x 4 Hexaplex operation simultaneously: Preview, recording, 
playback, and network live, backup, playback 1 RJ-45 Ethernet connector, Static, 
Dynamic IP and DDNS , Support Internet Explorer and special client software PTZ, 
RS485 x 1, 2 × USB, 1 × IR Controller 1 SATA Hard Disk interface (Up to 4TB) 
Backup: USB2.0 and Network Support remote view by Mobilephone Dimensions 
(L×W×H): 354×245mm×45mm, weight: 4.0kg

127,5 �

22

960H*16CH, RS485, 
PTZ, Network
HDMI,VGA, USB 
Backup, USB Mouse

LS-3116E  Video Input/Output: BNC 16CH In / 1CH Out, VGA 1CH Out, HDMI 1CH 
Out Audio Input/Output: RCA 16CH In/ 1CH Out Alarm Input/Output: Alarm 4CH In/ 
1CH Out
Compression Method: H.264 Real time recording support: CIF:352×240 with 480 Fps 
(NTSC); 352×288 with 400 Fps (PAL) D1:720×480 with 480 Fps (NTSC); 704×576 
with 400 Fps (PAL)
960H: 960×480 with 480 Fps (NTSC); 960×576 with 400 Fps (PAL) Preview 
resolution: 960 x 480 ( NTSC ), 960x 576 ( PAL ); Playback resolution: 960H x 4
Hexaplex operation simultaneously: Preview, recording, playback, and network live, 
backup, playback 1 RJ-45 Ethernet connector, Static, Dynamic IP and DDNS, Support
Internet Explorer and special client software Remote Control, PTZ, RS485, Alarm, 
2×USB, 1×IR Controller 2 SATA Hard Disk interface (Up to 8TB) Backup: USB2.0 and 
Network 
Support remote view by Mobilephone  Dimensions (L×W×H): 405mm×330mm×65mm, 
weight: 6.0kg

202,5 �

23

�
114komada ¢8-14� Infracrvene diode

�
Available IR distance: 80m

�
dimenzije: 150(H)X120(L)X88(W) mm

�
Weight: 1.8kg

Weatherproof of IR Illuminator

48,0 �

24

�
198komada ¢8-14� Infracrvene diode

�
Available IR distance: 130m

�
dimenzije: 200(H)X143(L)X88(W) mm

�
Weight: 2.0kg 

Weatherproof of IR Illuminator

67,5 �

INFRACRVENI LED REFLEKTORI

DIGITALNI VIDEO REKORDERI - 960H 
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